
n SYSTEM TECHNOLOGY FOR THE DOOR

ECO GBS 190

Product information



GBS 12

GBS 190 n Main lock for three-latch locking for fire- and smoke control doors

GBS 190

Dimensioning: GBS 190

Product characteristics

Lock type PZ-72 

RZ-74 

Backset 65 

Panic function B 

C 

D 

E 

without 

Face plate Stainless steel 

Face plate width 20 

24 

Hub 9 mm 

Suitable for the use on fire- 
and smoke control doors



Tested and approved acc. to 
DIN / EN  

 EN 12 209

 Yes - No  On request

Description

� Main lock for three-latch locking

� Applicable with additional latch lock GBS 198

� Tested and approved acc. to DIN 18 250 

and EN 12 209

� Connecting rods on request

� Applicable with additional lock GBS 199 when the 

lever is actuated at a higher position (e.g. day care 

center for children)

� Panic function inwards on request

� Face plate square on request

Individual stamping possible on request and at an extra charge.

Wooden 
door

Steel 
door

 6x - 8,7 

 13 

 5
3 

 3
1 

 3
5 

 2
35

 

 3 

 Dornmaß 65  32,5 

 8
 

 9,05 

 38 

 4
6 

 2
1,

5 
 7

2 
 8

 
 9

8 

 3
5 

 1
65

 

 R40 

 20 

 15 

 5
1 

1-tourig

2-tourig

 1
5,

5 
m

ax
. 

 5
,6

 

 2
0-

0,
5  8 

 4
,2

 

 2
4 

 1
3 

 2
09

  24 

 6,6 
 8 

 6  12 

 10 

 90° 

 5,5 

 8 

 3,4  12 

 20 

 4 
 8 

 12 

 24 

 6,6 

 6 

 8 

 12 

 20 

 4 

 3,4 

 2
0-

0,
5 

 8 

 2
0 

 5
,6

 

 1
,6

 

DIN links dargestellt
DIN rechts spiegelbildlich

2-turn

1-turn

Backset 65

m
ax

.

DIN-L illustrated
DIN-R laterally reversed



GBS 190 n Main lock for three-latch locking for fire- and smoke control doors

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h30100 20190ja02h30200 20190ja02m30100 20190ja02m30200 

GBS 190 

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h30300 20190ja02h30400 20190ja02m30300 20190ja02m30400 

GBS 190 handle / knob execution

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h34300 20190ja02h34400 20190ja02m34300 20190ja02m34400 

GBS 191 Panic function E

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h35100 20190ja02h35200 20190ja02m35100 20190ja02m35200 

GBS 192 Panic function D

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h33100 20190ja02h33200 20190ja02m33100 20190ja02m33200 

GBS 193 Panic function B

Face plate 
finish

Backset
in mm

Face plate 
form

Face plate 20 x 235 mm Face plate 24 x 235 mm

DIN left DIN right DIN left DIN right

Stainless 
steel 65 round 20190ja02h32100 20190ja02h32200 20190ja02m32100 20190ja02m32200 

GBS 194 Panic function C



ECO Schulte GmbH & Co. KG
Iserlohner Landstraße 89
D - 58706 Menden

Telefon: +49 2373 / 92 76 - 0
Fax:  +49 2373 / 92 76 - 40

info@eco-schulte.de
www.eco-schulte.de
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